
TECHNICAL DATA SHEET HC9
Waterproof sealer for concrete surfaces

Tradename
HC9

Use
Waterproof sealer for concrete surfaces

PROPERTIES
The HC-9   Shining sealer for concrete surfaces  is a waterproof sealer whose application over concrete floors and surfaces
provides a highly lasting protection against wear and abrasion, avoiding considerably the penetration of stains caused by
water, greases, acids etc. And leaving a semi-brilliant and anti-slipping finish.
COVERAGE:  from 20 to 30 sq.meters per litre depending upon the porosity of the surface.

FIELDS OF APPLICATION
Sealing and waterproofing of concrete surfaces

TECHNICAL DATA
Appearance Liquid

Colour White

pH 7,29

Mixing ratio direct use

Application methods buff with a floor polishing machine fitted with a white fiber pad

Presentation drum 5 Lt       

Variations in temperature, humidity, thickness, dyeing or depending on the type of support, etc., may cause changes in drying, yield or other properties.

COMPOSITION
water and wax

HOW TO USE
To be used as a last step in the concrete polishing process. DO NOT APPLY UNDER DIRECT SUN EXPOSURE. Apply at a room temperature
between 9 and 25ºC. The surface must be clean and dry. Spread the product on the surface to be treated using a microfiber mop, creating
a thin and uniform layer. Let it dry for 15 to 30 minutes depending on the ambient temperature and then buff with a floor polishing
machine fitted with a white fiber pad or a very thin grit diamond pad to obtain a shiny and durable finish with high resistance to water
absorption.

PRECAUTIONS

Hazard Indications:  Safety data sheet available on request.

Precautionary statements: In normal use conditions and in its original form, the product itself does not involve any other risk
for health and the environment.
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TECHNICAL DATA SHEET HC9
Waterproof sealer for concrete surfaces

Keep out of the reach of children.
Do not ingest.
Keep only in original container.

Before using the product, read the package instructions carefully. For more information consult Safety Data Sheet.
Store tightly closed containers sheltered from sources of heat and temperature below zero.
Storage: 36 months in original unopened container.

Waste management19:53:14
Follow local legal regulations. Help protect the environment, do not throw the waste down the drain, deposit it at the
nearest recycling center. Calculate the amount of product you will need and thus avoid waste

The information in the data sheet and in particular the recommendations regarding the application and final use of HC9 are given in good
faith and are based on the knowledge and experience of the company ABRASIVOS AGUILA S.A. The product must be put into work
according to the rules of the trade and following the recommendations. The information given corresponds to applications made at 20 ° C.
The times are given as an indication and depend on the support, the thickness applied and the environmental conditions.
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